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1
WALKING AID

TECHNICAL FIELD

The present invention relates to a walking aid, and in par-
ticular, to a walking aid with controllable walking aid wheels.

BACKGROUND

A walking aid is a tool which, by means of support of a
device, enables a person who has difficulty in walking or loses
the ability of working, to walk easily and go out for a walk like
a normal person. It is generally made up of aluminum alloy
materials, and is a triangular metal frame with four fulcrums,
protecting a patient therein and supporting the body of the
patient for ease of standing or walking. It has advantages of
light weight, firm support, ease of adjustment, and being
foldable. Therefore, it is extensively used by people who have
difficulty in walking or lose the ability of working. However,
an ordinary four-fulcrum walking aid requires that the walk-
ing aid should be lifted in every step. If the walking aid is used
by an old person or a patient, and the walking aid cannot be
lifted smoothly due to physical discomfort or weakness, great
inconvenience is caused to walking. Therefore, for ease of
use, it is necessary to dispose movable wheels on four ful-
crums of a conventional four-fulcrum walking aid. However,
braking is needed when the walking aid with wheels moves,
and a misoperation is frequently caused in hand control and
movement, resulting a fall-down and a second injury.

SUMMARY

The technical problemto be solved by the present invention
is to overcome the disadvantages of the prior art and provide
awalking aid that can facilitate and assist a patient in walking,
avoid the discomfort, fall-down, and second injury that are
caused by improper control or use of the walking aid, and
reduce physical energy consumption.

To solve the technical problem, the technical solution of the
present invention is as follows: A walking aid includes a
support frame, with a plurality of support legs disposed at the
bottom of the support frame, and omni-directional wheels
disposed on the support legs, where a buffering structure is
further disposed between each support leg and each omni-
directional wheel, and the buffering structure includes a cas-
ing for fixedly sleeving the bottom of the support leg and an
elastic component that is disposed in the casing and fixedly
connected to the omni-directional wheel.

Specifically, a connecting end for cooperating with the
support leg is disposed on the top of the casing, where the
connecting end is inserted in the support leg.

Specifically, the elastic component includes a movable
shaft inserted in the casing, a limiting movable block that is
fixedly disposed at one end of the movable shaft and fixedly
connected to the omni-directional wheel, and an elastic ele-
ment that is disposed between the movable shaft and the
limiting movable block.

Further, a first channel for the movable shaft to pass
through is disposed in the casing, the movable shaft is inserted
in the first channel, and a butting top surface is disposed on the
top of the movable shaft, where the butting top surface butts a
top surface of the casing.

Further, a second channel connected to the first channel and
a third channel connected to the second channel are further
disposed in the casing, where a first step-like surface is
formed between the second channel and the first channel, a
second step-like surface is formed between the second chan-
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nel and the third channel, and the limiting movable block
includes a movable block that is disposed in the third channel
and capable of butting the second step-like surface, and a
sleeve that is vertical to the movable block and disposed in the
second channel, where one end ofthe movable shaft is fixedly
disposed in the sleeve, and a shaft lever of the omni-direc-
tional wheel is fixedly disposed in the sleeve.

Still further, the elastic element is disposed in the second
channel and surrounds the movable shaft and an exterior of
the sleeve of the limiting movable block, where one end of the
elastic element butts the first step-like surface, and the other
end butts a top surface of the movable block.

Specifically, the elastic element is a compression spring.

Beneficial effects of the present invention are as follows: In
the walking aid provided by the present invention, a buffering
structure is disposed between a support frame structure and
an omni-directional wheel of the walking aid. On the one
hand, if the walking aid is used in road conditions with com-
plex terrains, such as bumpy road segments or stairways, the
buffering structure can have a buffering effect on the omni-
directional wheel in use of the entire walking aid, and when
the walking aid contacts the ground, can act as a buffer to
reduce physical energy consumption of a user in use of the
walking aid, and lessen discomfort of the user as much as
possible; on the other hand, when the walking aid stops mov-
ing, the buffering structure can better support the walking aid
securely on the ground, and when the walking aid stops, apply
force downward to the walking aid, so that four effective
contacts are formed by the casing of the buffering structure.
Therefore, the walking aid can be fixed on the ground more
effectively. Therefore, the walking aid is more adaptive to a
use manner of the user, focuses more on use experience of the
user, and avoids, as much as possible, inconvenience of con-
trol of omni-directional wheels when the user uses the walk-
ing aid with omni-directional wheels.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 11is a three-dimensional schematic view of a structure
of'a walking aid according to an embodiment of the present
invention;

FIG. 2 is a schematic view of decomposition of a buffering
structure of a walking aid according to an embodiment of the
present invention;

FIG. 3 is a complete sectional view of a buffering structure
of a walking aid in walking according to an embodiment of
the present invention;

FIG. 4 is a complete sectional view of a buffering structure
of'a walking aid that stops according to an embodiment of the
present invention; and

FIG. 5 is a complete sectional view of a casing of a buff-
ering structure of a walking aid according to an embodiment
of the present invention.

In the drawings:

1—support frame 11—support leg

2—omni-directional wheel 21—shaft lever of omni-direc-

tional wheel

3—buffering structure 31—casing 311—connecting end

3111—ring groove

312—top surface 313—first channel 314—second channel

315—third channel

316—first step-like surface 317—second step-like surface

318—-elastic rubber ring

32——elastic component 321—movable shaft

3211—butting top surface of movable shaft 3212—bottom

of movable shaft
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322—limiting movable block 3221—movable block
3222—sleeve
323—-elastic element

DESCRIPTION OF EMBODIMENTS

To make the objectives, technical solutions, and advan-
tages of the present invention more comprehensible, the fol-
lowing describes the present invention in detail with reference
to embodiments and accompanying drawings. It should be
understood that the embodiments described herein are merely
specific embodiments for explaining the present invention but
not intended to limit the present invention.

Referring to FIG. 1 to FIG. 5, the present invention pro-
vides a walking aid. The walking aid provided by the present
invention includes a support frame 1, with a plurality of
support legs 11 disposed at the bottom of the support frame 1,
and omni-directional wheels 2 disposed on the support legs
11, where a buffering structure 3 is further disposed between
each support leg 11 and each omni-directional wheel 2. Spe-
cifically, referring to FIG. 2 to FIG. 4, the buffering structure
3 includes a casing 31 for fixedly sleeving the bottom of the
support leg 11 and an elastic component 32 that is disposed in
the casing 31 and fixedly connected to the omni-directional
wheel 2. The walking aid provided by the present invention is
mainly intended for use by old persons and patients who have
difficulty in walking, so that they can walk by themselves with
the help of the walking aid. The walking aid can provide
auxiliary support for a user. When moving forward, the user
only needs to push the support frame of the walking aid
forward, and with the push, the omni-directional wheels at the
bottom of the walking aid can move forward. After the walk-
ing aid is pushed over a distance, if the user stops applying
force forward, the omni-directional wheels stop moving, and
the entire walking aid stops. It is unnecessary to lift the entire
walking aid and then drop it forward for fixing, which is
different from the conventional moving manner. The bufter-
ing structure 3 provided in the walking aid provided by the
present invention is mainly intended for use by the user in
road conditions with complex terrains, such as bumpy road
segments or stairways, and can have a buffering effect on the
omni-directional wheel 2, so that the entire walking aid can
move more stably. The buffering structure 3 can act as abuffer
for the walking aid and the user using the walking aid, can
reduce the impact of bumpy roads or hard objects on the
walking aid, and can reduce physical energy consumption of
the user in use of the walking aid as much as possible and
lessen discomfort of the user as much as possible.

When force is applied downward to the walking aid, force
is applied to the casing 31 of the buffering structure 3 through
the support leg 11 of the support frame 1, so that the casing 31
moves downward. Specifically, in the present invention, four
support legs 11 are disposed on the support frame 1, and a
buffering structure 3 is disposed at a junction between each
support leg 11 and each omni-directional wheel 2. The casing
31 of the buftering structure 3 can better support the walking
aid securely on the ground when the walking aid stops mov-
ing. This is because when the user uses the walking aid, in
every step, the walking aid is first pushed forward over a
distance, and then the walking aid stops moving forward, and
the user takes a step forward under the support of the walking
aid, but when the walking aid stops, the user will certainly
apply force downward to the walking aid to get the support of
the walking aid, and then take a step forward and walk with
the support of the walking aid. When the user applies force
downward to the walking aid, the casing 31 of the buffering
structure 3 at the bottom of the walking aid in the present
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4

invention is caused to move downward, and the casing 31 of
the buffering structure 3 of the walking aid directly contacts
the ground. In this manner, four effective contacts are formed,
and the walking aid can be fixed on the ground more effec-
tively. With the buffering structure 3, the walking aid is more
adaptive to a use manner of the user and focuses more on use
experience of the user. Situations in which a second injury is
caused to the user because the omni-directional wheel 2
moves forward and cannot support the user due to improper
use by the user or due to forward lean of the gravity center of
the human body are completely avoided. When the walking
aid stops, and the user is supported by the walking aid, the
buffering structure can effectively provide the support, and
control the omni-directional wheel 2 not to roll forward.

Specifically, a connecting end 311 for cooperating with the
support leg 11 is disposed on the top of the casing 31, where
the connecting end 311 is inserted in the support leg 11.
Because the support leg 11 takes on a cylindrical structure,
and the connecting end 311 of the buffering structure 3 also
takes on a cylindrical structure, the connecting end 311 may
be inserted in the support leg 11. Furthermore, two ring
grooves 3111 are disposed at the connecting end 311, and a
ring groove 3111 is also disposed at an edge of an exterior of
the bottom of the casing 31, and an elastic rubber ring 318 is
disposed in all the ring grooves 3111. The elastic rubber ring
318 has elasticity, and is disposed in the ring groove 3111. On
the one hand, it can stably fix on the support leg 11 of the
support frame 1 by interference fit between the entire buffer-
ing structure 3 and the support frame 1. On the other hand, it
can reduce the impact of road conditions and the user on the
walking aid as much as possible in a movement or stop
process of the walking aid, and have a shock absorption
effect.

Further, still referring to FIG. 3 to FIG. 5, the elastic com-
ponent 32 includes a movable shaft 321 inserted in the casing
31, a limiting movable block 322 that is fixedly disposed at
one end of the movable shaft 321 and fixedly connected to the
omni-directional wheel 2, and an elastic element 323 that is
disposed between the movable shaft 321 and the limiting
movableblock 322. The limiting movable block 322 is fixedly
connected to the movable shaft 321, while the movable shaft
321 is inserted in the casing 31 and the omni-directional
wheel 2 is fixed on the limiting movable block 322. This
ensures that the entire elastic component 32 and the con-
nected omni-directional wheel 2 can be movably fixed on the
casing 31. Driven by the elastic element 323, the movable
shaft 321, the limiting movable block 322, and the connected
omni-directional wheel 2 can move up and down relatively to
the casing 31. When the elastic element 323 is in a loose state,
the bottom of the casing 31 is higher than a contact surface
between the omni-directional wheel 2 and the ground. In this
case, the omni-directional wheel 2 may roll freely to push the
walking aid to move. In this case, the buffering structure 3 is
shown in FIG. 3. When the user presses the walking aid
downward, the elastic element 323 is compressed by the
downward force, so that the bottom of the casing 31 contacts
the ground and is located at a same height as the bottom of the
omni-directional wheel 2. In this case, the buffering structure
is shown in FIG. 4. In this case, the omni-directional wheel 2
cannot roll, and the walking aid provides supporting force for
the user, assisting the user in taking a step forward.

Specifically, a first channel 313 for the movable shaft 321
to pass through is disposed in the casing 31, the movable shaft
321 is inserted in the first channel 313, and a butting top
surface 3211 is disposed on the top of the movable shaft 321,
where the butting top surface 3211 butts a top surface 312 of
the casing 31. The movable shaft 321 is inserted in a center of
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the casing 31. Due to the action of the butting top surface
3211, the movable shaft 321 has a lowest point relative to the
casing 31, and the movable shaft 321 may move up in the first
channel 313, that is, the limiting movable block 322 con-
nected to the movable shaft 321 may move up in the casing 31
relatively to the casing 31, which also means that the omni-
directional wheel 2 connected to the limiting movable block
322 can move up relatively to the casing 31. Relatively to the
contacted ground, when force is applied downward to the
walking aid, the support frame 1 of the walking aid drives the
casing 31 of the buffering structure 3 to move downward. In
this case, the elastic element 323 in the elastic component 32
is compressed, so that the casing 31 moves relatively to the
omni-directional wheel 2, and thereby the bottom of the cas-
ing 31 drops to a same ground level as the bottom of the
omni-directional wheel 2.

Further, a second channel 314 connected to the first chan-
nel 313 and a third channel 315 connected to the second
channel 314 are further disposed in the casing 31, where a first
step-like surface 316 is formed between the second channel
314 and the first channel 313, a second step-like surface 317
is formed between the second channel 314 and the third
channel 315, and the limiting movable block 322 includes a
movable block 3221 that is disposed in the third channel 315
and capable of butting the second step-like surface 317, and a
sleeve 3222 that is vertical to the movable block 3221 and
disposed in the second channel 314. In the present invention,
the movable block 3221 and the sleeve 3222 are integrated,
one end 3212 of the movable shaft 321 is fixedly disposed in
the sleeve 3222, and a shaft lever 21 of the omni-directional
wheel 2 is fixedly disposed in the sleeve 3222. The elastic
element 323 is disposed in the second channel 314 and sur-
rounds the movable shaft 321 and an exterior of the sleeve
3222 of the limiting movable block 322, where one end of the
elastic element 323 butts the first step-like surface 316, and
the other end butts a top surface of the movable block 3221.
With the elastic element 323 disposed, the omni-directional
wheel 2 connected to the limiting movable block 322 can
move up and down relatively to the casing 31 to have a
buffering effect. When the limiting movable block 322 abuts
against the second step-like surface 317 in the casing 3, a
distance of upward movement of the elastic component 32 is
limited. Therefore, even if the omni-directional wheel 2
encounters a bumpy road, a highest point in the upward move-
ment of the omni-directional wheel 2 is that the bottom of the
omni-directional wheel 2 and the bottom of the casing 31 are
on a same horizontal plane, and it is also ensured that the
omni-directional wheel 2 can run normally on the bumpy
road. That is, in a buffering process of the elastic component
32, an extreme position in the upward movement of the elastic
component 32 relative to the casing 31 is that the bottom of
the omni-directional wheel 2 and the bottom of the casing 31
are on the same horizontal plane. Specifically, in the present
invention, an internal screw thread is disposed in the sleeve
3222, an external screw thread is disposed at the bottom 3212
of the movable shaft to cooperate with the sleeve 3222, and
the sleeve 3222 is connected to the screw thread of the mov-
able shaft 321. The movable shaft 321 is fixedly connected to
the limiting movable block 322 through the screw thread. A
distance between the limiting movable block 322 and the
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second step-like surface 317 of the casing 31 is a distance in
which the omni-directional wheel 2 can move up and down in
a vertical direction, and the elastic element 323 has a buffer-
ing effect on the omni-directional wheel 2 to ensure that the
entire walking aid moves stably. Specifically, the elastic ele-
ment 323 in the present invention is a compression spring.

Only exemplary embodiments of the present invention are
described above. However, the present invention is not lim-
ited thereto. All modifications, equivalent replacements, and
improvements made without departing from the spirit and
principle of the present invention shall fall within the protec-
tion scope of the present invention.

What is claimed is:

1. A walking aid, comprising a support frame, with a plu-
rality of support legs disposed at a bottom of the support
frame, and omni-directional wheels disposed on the support
legs, wherein a buffering structure is further disposed
between each support leg and each omni-directional wheel,
and the buffering structure comprises a casing for interacting
with the bottom of the support leg and an elastic component
that is disposed in the casing and fixedly connected to the
omni-directional wheel, wherein

the elastic component comprises a movable shaft inserted
in the casing, a limiting movable block that is fixedly
disposed at one end of the movable shaft and fixedly
connected to the omni-directional wheel, and an elastic
element that is disposed between the movable shaft and
the limiting movable block,

a first channel for the movable shaft to pass through is
disposed in the casing, the movable shaft is inserted in
the first channel, and a butting top surface is disposed on
the top of the movable shaft, wherein the butting top
surface butts a top surface of the casing,

a second channel connected to the first channel and a third
channel connected to the second channel are further
disposed in the casing, wherein a first step-like surface is
formed between the second channel and the first chan-
nel, a second step-like surface is formed between the
second channel and the third channel, and the limiting
movable block comprises a movable block that is dis-
posed in the third channel and capable of butting the
second step-like surface, and a sleeve that is vertical to
the movable block and disposed in the second channel,
wherein one end of the movable shaft is fixedly disposed
in the sleeve, and a shaft lever of the omni-directional
wheel is fixedly disposed in the sleeve.

2. The walking aid according to claim 1, wherein a con-
necting end for cooperating with the support leg is disposed
on the top of the casing, wherein the connecting end is
inserted in the support leg.

3. The walking aid according to claim 1, wherein the elastic
element is disposed in the second channel and surrounds the
movable shaft and an exterior of the sleeve of the limiting
movable block, wherein one end of the elastic element butts
the first step-like surface, and the other end butts a top surface
of the movable block.

4. The walking aid according to claim 1, wherein the elastic
element is a compression spring.

#* #* #* #* #*



